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NOTES:
1.

All material for abutment connection to be galvanized.

The chain link fabric shall be replaced by barbed wire
strands at 12" maximum centers between the double posts.

. When the width of the culvert makes it necessary to

anchor a post to the top of the culvert, a cast iron shoe
or other device approved by the Engineer shall be used.

. Fencing over stream and around headwall may also use Barbed

Wire or Wire Mesh fencing with either wood post or steel
post installation.

. See Standard Plan A85 for Chain Link fence dimensions.

See Standard Plan A86 for Barbed Wire and Wire Mesh fence
dimensions and for wood post and steel post installation.

R/W FENCE
/S

€ CROSS ROAD

_— ]

\ -
SHOULDER LINE*ﬁ h l { [
T (T, 177
€ ROADWAY | l‘lll | ||1‘1
e = T — [
1 Tt \ T
| \(m . m(n

SHOULDER LINE—{——~

%" BOLT

3 x 3
WIDTH BAND —

FRONT FACE
OF ABUTMENT -~

ABUTMENT CONNECTION

L 4x 3 x%
CONNECTING ANGLE
ABUTMENT CONNECTION TO
BE NOT LESS THAN 6" NOR

MORE THAN 18" FROM
FRONT FACE OF ABUTMENT

—_— X7—X
R/W FENCE

> ﬁ'/z” TWO-UNIT THREADED
. Std CINCH ANCHOR

PLAN OF ROADWAY - UNDERCROSSING

TYPICAL INSTALLATION AT BRIDGES

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

CHAIN LINK FENCE DETAILS
NO SCALE

[ A85B

898V NV1d AQHVANVLlS €c20c¢

1-31-23

Return to Table of Contents




